A:\2221 - City of Moore, New Restroom Facilities at Buck Thomas Park\04_CD\01_Drawing\CAD\2221_COVER.dwg

CITY OF MOORE

BUCK THOMAS PARK RESTROOM FACILITIES

1903 N.E. 12TH STREET
MOORE, OKLAHOMA 73160

415 Broadway

Oklahoma City

Oklahoma 73102

JTAP

ARCHITECTURE

V.405.232.8787

F.405.232.8810

www.taparchitecture.com

CLIENT ARCHITECT
CITY OF MOORE TAP
WHITNEY WATHEN PROJECT ARCHITECT: ANTHONY MCDERMID

301 N. BROADWAY
MOORE, OKLAHOMA 73160
PHONE: 405.793.5200

SR. PROJECT MANGER: CHRIS TEEHEE
415 N BROADWAY

OKLAHOMA CITY, OK 73102

PHONE: 405.232.8787

10/9/2025

STRUCTURAL ENGINEER MECHANICAL ENGINEER
EUDALEY ENGINEERS GWIN ENGINEERING CONSULTANTS, LLC
BRIAN BAKER OWEN GWIN

6656 N.W. 39TH EXPRESSWAY
BETHANY, OKLAHOMA 73008
PHONE: 405.789.4433

342592 E. 880 ROAD
CHANDLER, OKLAHOMA 74834
405.850.0205

ELECTRICAL ENGINEER

CIVIL ENGINEER

GWIN ENGINEERING CONSULTANTS, LLC

FRANK REID

342592 E. 880 ROAD
CHANDLER, OKLAHOMA 74834
405.850.0205

1903 NE 12TH STREET
MOORE, OKLAHOMA 73160

BUCK THOMAS

)
L
|_
|
O
<
LL
=
O
O
¥
|_
)
LL
oY

LANDSCAPE ARCHITECT

OTHER

FOR CONSTRUCTION

10/9/2025

COVER

NOTES

- Architectural plans were prepared by this Architect or under his direct supervision as a consultant to the owner.
- All questions during pricing and construction shall be directed tothe architect who will direct the question to the appropriate design consultant.

2221

All drawings and written
materials herein constitute
original work of
TAParchitecture and may
only be duplicated with their
written consent.




A:\2221 - City of Moore, New Restroom Facilities at Buck Thomas Park\04_CD\01_Drawing\CAD\2221_G110_INDEX.dwg

ABBREVIATIONS

DRAWING TAGS

SHEET INDEX

COVER SHEET

GENERAL

SHEET INDEX, SYMBOLS,

G110 ABBREVIATIONS, MATERIAL LEGEND,
GENERAL NOTES

G111 ADA STANDARDS

G310 PARTITION TYPES

00 / AOOO

j WINDOW
DTL. NUMBER / NUMBER\.
SHEET NUMBER (00)

REVISION
NUMBER *k!

SECTION TAG: PARTITION |NTER|O|§ ELEVAc';I'lON ROOM TAG:
TYPE: ELEV. TAG: TAG:

DTL. NUMBER

m PARTITION P DTL. NUMBER ROOM NAME

NUMBER 00/ A0OO m ROOM NAME

SHEET NUMBER ROOM NUMBER
SECTION TAG: WINDOW REVISION GRID TAG: KEY NOTE:
o TYPE: TAG: GRID NUMBER @

NOTE NUMBER—

STRUCTURAL

S1 FOUNDATION PLAN, NOTES AND
DETAILS
S2 ROOF FRAMING PLAN NOTES/DETAILS

ARCHITECTURAL

AD110 | ENLARGED DEMOLITION SITE PLAN
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NOTE:
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PLUMBING

P001 PLUMBING LEGENDS AND NOTES
P201 PLUMBING PLAN
P701 PLUMBING SPECIFICATIONS

MECHANICAL

MO001 MECHANICAL LEGENDS AND NOTES
M201 MECHANICAL HVAC PLAN
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AIC AIR CONDITIONING FD. | FLOOR DRAN PLAM. | PLASTIC LAMINATE
ABV. ABOVE FE_ | FIRE EXTINGUISHER PLYWD. | PLYWOOD
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B, BENCH MARK FUT. | FUTURE
BRNG. | BEARING S SOUTH
BS. BOTH SIDES GA. | GAGE, GAUGE SC. | SOLID CORE
BSMT. | BASEMENT GALV. | GALVANIZED SCHED. | SCHEDULE
BTM. BOTTOM GC. | GENERALCONTRACTOR | SD. | STORM DRAN
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SPECIFICATION,
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CJl CONTROL JOINT HTG. | HEATING STL. | STEEL
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CORR. | CORRUGATED TOW. | TOP OF WALL
CPT CARPET, CARPETED KIT. | KITCHEN TV. | TELEVISION
cs. COUNTERSINK TYP. | TYPICAL
cT. CERAMIC TILE L LENGTH
CTR. COUNTER LAB. | LABORATORY VCT | VINYL COMPOSITION TILE
Y CUBIC YARD LAD. | LADDER VERT. | VERTICAL
LAM | LAMINATE, LAMINATED VIN. | VINYL
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DIA DIAMETER LW. | LIGHTWEIGHT W WEST
DIAG. | DIAGONAL LWC. | LIGHTWEIGHT CONCRETE | W WIDTH, WIDE
DIM. DIMENSION WC. | WATER CLOSET
DIV. DIVISION MAS. | MASONRY WD. | wooD
DL DEAD LOAD MAX. | MAXIMUM WIN. | WINDOW
MEDIUM DENSITY
DR. DOOR woF | MEDe oo
Ds. DOWNSPOUT MECH. | MECHANICAL
DTL. DETAL MED. | MEDIUM 0C. | ONCENTER
DW. DISHWAHER MH. | MANHOLE 0D, |OUTSIDE DIAMETER
DWG DRAWING MIN. | MINIMUM OH.  |OVERHEAD
DWR | DRAWER MISC. | MISCELLANEOUS OPG. | OPENING
MO. | MASONRY OPENING OPP. | OPPOSITE
E EAST MOD. | MODULAR OPH. | OPPOSITE HAND
MOUNT, MOUNTED;
EA. EACH MT. MOUNTING 0SB ORIENTED STRAND BOARD
3 EACH FACE MTL | METAL
EJ. EXPANSION JOINT MULL. | MULLION PED. PEDESTAL
EL. ELEVATION PERF. |PERFORATE, PERFORATED
ELEC. | ELECTRIC, ELECTRICAL | N NORTH
ELEV. | ELEVATOR NAT. | NATURAL
EMERG. | EMERGENCY NIC | NOT IN CONTRACT
ENCL. | ENCLOSE, ENCLOSURE | NOM. | NOMINAL
EP, ELECTRICAL PANELBOARD | NR. | NOISE REDUCTION
NOISE REDUCTION
EQ. EQUAL NRC. | omreiaony
EQUIP. | EQUIPMENT NTS. | NOT TO SCALE
EST) ESTIMATE NOTE,
EWC. | ELECTRIC WATER COOLER OVERALL THE ABOVE ABBREVIATIONS ARE
= HAUST STANDARD, AND ARE NOT INTENDED
EXIST.__| EXISTING ABBREVIAIONS FOR THIS PROJECT.
EXP. EXPOSED
EXT, EXTERIOR

10.
1.
12.
13.
14.
15.

16.
17.
18.

CONTRACTOR SHALL RECEIVE IN WRITING, AUTHORIZATION TO PROCEED BEFORE STARTING ANY WORK THAT IS NOT CLEARLY DEFINED BY THE CONTRACT DOCUMENTS.
CONTRACTOR SHALL INSTALL ALL EQUIPMENT AND MATERIALS IN ACCORDANCE WITH MANUFACTURERS RECOMMENDATIONS UNLESS SPECIFICALLY, OR OTHERWISE INDICATED, OR

WHERE APPLICABLE CODES OR REGULATIONS TAKE PRECEDENCE.

ALL WORK PERFORMED AND MATERIALS INSTALLED SHALL BE IN STRICT ACCORDANCE WITH ALL APPLICABLE CODES, REGULATIONS AND ORDINANCES. CONTRACTOR SHALL GIVE
NOTICES AND COMPLY WITH ALL LAWS, ORDINANCES RULE, REGULATIONS AND LAWFUL ORDERS OF ANY PUBLIC AUTHORITY BEARING ON PERFORMANCE OF THE WORK.
MECHANICAL, ELECTRICAL SYSTEMS SHALL BE INSTALLED IN ACCORDANCE WITH ALL APPLICABLE MUNICIPAL AND UTILITY COMPANY SPECIFICATIONS, LOCAL AND STATE

JURISDICTIONS, ORDINANCES, AND APPLICABLE REGULATIONS.

GENERAL CONTRACTOR SHALL SUPERVISE, AND DIRECT THE WORK AND SHALL BE SOLELY RESPONSIBLE FOR ALL CONSTRUCTION MEANS, METHODS, TECHNIQUES, SEQUENCES,
AND PROCEDURES, FOR COORDINATING ALL PORTIONS OF THE WORK UNDER THE CONTRACT, INCLUDING CONTRACT AND COORDINATION WITH ALL AUTHORIZED OWNER

REPRESENTATIVES.

DETAILS ARE INTENDED TO SHOW THE END RESULT OF THE DESIGN AND PERFORMANCE, MINOR MODIFICATIONS MAY BE REQUIRED TO SUIT EXISTING CONDITIONS. SUCH

MODIFICATIONS SHALL BE INCLUDED AS PART OF THE WORK.

CONTRACTOR SHALL VERIFY LOCATIONS OF ALL UTILITIES AND SERVICES PRIOR TO PROCEEDING WITH THE WORK TO ENSURE PROPER COORDINATION, SEQUENCING AND

INSTALLATION OF NEW WORK.

PROVIDE FIRE SEALANT TO PERIMETER OF ALL PIPING, HVAC SLEEVING OR OTHER TYPE OF THRU-WALL PENETRATION.
NOTIFY ARCHITECT IMMEDIATELY OF ANY UNFORESEEN CONDITIONS FOR DIRECTION BEFORE PROCEEDING WITH WORK.
PAINT ALL EXPOSED SURFACES, EXCEPT WHERE ITEMS ARE SCHEDULED TO REMAIN NATURAL OR ARE OTHERWISE RESTRICTED BY LOCAL CODES, ORDINANCES OR AUTHORITIES

HAVING JURISDICTION

GENERAL CONTRACTOR SHALL NOTIFY ARCHITECT TO CHECK BUILDING LAY-OUT PRIOR TO START OF CONSTRUCTION.

AREA OF CLEAN-UP SHALL INCLUDE ALL DISTURBED EARTH.

FINISH GRADE AT BUILDING PERIMETERS SHALL BE 6" BELOW FINISH FLOOR UNLESS OTHERWISE NOTED.

CONTRACTOR SHALL PROTECT EXISTING PAVING AND WALKS THAT REMAIN AND REPAIR OR REPLACE ANY DAMAGE AS A RESULT OF THIS CONSTRUCTION.
GENERAL CONTRACTOR SHALL PROVIDE ADDITIONAL CONCRETE REQUIRED BY MECHANICAL AND/OR ELECTRICAL.

CONTRACTOR MAY STOCK PILE SOIL RETAINED FROM EXCAVATION FOR USE DURING CONSTRUCTION. TOP SOIL SHALL BE RETAINED IN A SEPERATE AREA FROM OTHER SOIL FOR
USE IN FINISH GRADING. ANY SOIL STOCK PILED AND NOT REUSED FOR CONSTRUCTION SHALL BE DISTRIBUTED OVER THE SITE OR REMOVED FROM THE SITE AS DIRECTED BY

OWNER.
DEVELOP POSITIVE DRAINAGE AWAY FROM NEW AND EXISTING BUILDINGS.

NOT USED

PROVIDE SOLID BLOCKING PER SPECIFICATIONS FOR ALL WALL MOUNTED ACCESSORIES.

ALTERNATES

1.

THERE IS NO ALTERNATES FOR THIS PROJECT.
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